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In this paper we address the problem of fast and fair transmission of flows in a router,
which is a fundamental issue in networks like the Internet. We model the interaction
between a source using the Transmission Control Protocol (TCP) and a bottleneck router
with the objective of designing optimal packet admission controls in the router queue.
We focus on the relaxed version of the problem obtained by relaxing the fixed buffer capac-
ity constraint that must be satisfied at all time epoch. The relaxation allows us to reduce
the multi-flow problem into a family of single-flow problems, for which we can analyze
both theoretically and numerically the existence of optimal control policies of special
structure. In particular, we show that for a variety of parameters, TCP flows can be opti-
mally controlled in routers by so-called index policies, but not always by threshold policies.
We have also implemented the index policy in Network Simulator-3 and tested in a simple
topology their applicability in real networks. The simulation results show that the index
policy achieves a wide range of desirable properties with respect to fairness between dif-
ferent TCP versions, across users with different round-trip-time and minimum buffer
required to achieve full utility of the queue.

Crown Copyright � 2013 Published by Elsevier B.V. All rights reserved.
1. Introduction traffic injected in the network in order to avoid congestive
This paper deals with congestion control and buffer man-
agement, two of the most classical research problems in net-
working. The objective of congestion control is to control the
collapse. Most traffic in the Internet is governed by TCP/IP
(Transmission Control Protocol and Internet Protocol)
[1,2]. TCP protocol tries to adjust the sending rate of a source
to match the available bandwidth along the path. In the ab-
sence of congestion signals from the network TCP increases
congestion window gradually in time, and upon the recep-
tion of a congestion signal TCP reduces the congestion win-
dow, typically by a multiplicative factor. Buffer
management determines how congestion signals are gener-
ated. Congestion signals can be either packet losses or ECN
(Explicit Congestion Notifications) [3]. At the present state
of the Internet, nearly all congestion signals are generated
by packet losses. Packets can be dropped either when the
router buffer is full or when an AQM (Active Queue Manage-
ment) scheme is employed [4].

http://crossmark.crossref.org/dialog/?doi=10.1016/j.comnet.2013.08.001&domain=pdf
http://dx.doi.org/10.1016/j.comnet.2013.08.001
mailto:jdoncel@laas.fr
http://dx.doi.org/10.1016/j.comnet.2013.08.001
http://www.sciencedirect.com/science/journal/13891286
http://www.elsevier.com/locate/comnet


3464 K. Avrachenkov et al. / Computer Networks 57 (2013) 3463–3478
In this paper we develop a rigorous mathematical
framework to model the interaction between a TCP source
and a bottleneck queue with the objective of designing
optimal packet admission controls in the bottleneck queue.
The TCP sources follow the general family of Additive In-
crease Multiplicative Decrease pattern that TCP versions like
New Reno or SACK follow [5]. A TCP source is thus charac-
terized by the decrease factor, which determines the mul-
tiplicative decrease of the congestion window in the event
of a congestion notification (in TCP New Reno the decrease
factor takes the value 1/2).

The objective is to design a packet admission control
strategy to use the resources efficiently and provide satis-
factory user experience. Mathematically we formulate the
problem using the Markov Decision Process (MDP) [6] as a
dynamic resource allocation problem, which extends the
restless bandit model introduced in [7]. The router aims
at maximizing the total aggregated utility. As utility func-
tion we adopt the parameterized family of generalized
a-fair utility functions, which depending on the value of
a permit to recover a wide variety of utilities such as
max–min, maximum throughput and proportional fair
[8,9]. The fixed bandwidth capacity constraint that must
be satisfied at all time epochs makes that the problem
can be solved analytically only in simplistic scenarios.
However, the problem becomes tractable if the fixed
capacity constraint is relaxed so that the bandwidth alloca-
tion must be satisfied only on average, known as the Whit-
tle relaxation. This relaxation allows to see congestion
control at the router as a family of per-flow admission con-
trol problems, thus reducing the complexity of a multi-
flow problem into a family of single-flow problems. In
our main contribution, for the single-flow problem we ana-
lyze both theoretically and numerically the existence of
optimal control policies of special structure. In particular,
we show that for a variety of parameters, TCP flows can
be optimally controlled in routers by so-called index pol-
icy, but not always by threshold policy.

This solution approach based on the Whittle relaxation
has gained notorious success in recent years and has been
for instance used in scheduling in wireless networks, dy-
namic/stochastic knapsack problems, online marketing,
or military applications. We refer to [10] for a recent ac-
count on the methodology and applications. The interest
in the approach is justified by mathematical results that
show that, under some additional assumptions, the heuris-
tic is asymptotically optimal [11]. In practice it has been
reported on various occasions that the heuristic provides
a close-to-optimal solution to the problem studied [10,
Chapter 6].

The index policy requires that the TCP sources are as-
signed a dynamic index that depends on their current con-
gestion window and the TCP variant implemented at the
source. Such a transmission index measures the efficiency
of transmission, and therefore can be interpreted as a pri-
ority for transmission. When a packet arrives and the rou-
ter wants to send a congestion notification (i.e., the buffer
is full or the implemented AQM requires to drop or mark a
packet), the router will choose the packet with smallest in-
dex. In the event that more than one packet share the same
smallest index, the packet that has been the longest in the
queue is chosen.

Building on the cooperative nature of the TCP protocol,
we assume that, apart from adjusting the window accord-
ing to the congestion signals received from the network,
the source writes the current index into the packet header,
which are read by the routers. Alternatively, index policy
can be implemented only in the routers, which however
requires to identify or infer the flows, their TCP variants,
and the current congestion window of each flow.

Note that our scheme requires as much or less informa-
tion exchanges than the related congestion control proto-
cols XCP [12], ACP [13] and RCP [14]. Moreover, these
congestion control protocols aim at achieving max–min
fairness, whereas our scheme allows to achieve several no-
tions of fairness by using the generalized a-fairness frame-
work. Max–min is a particular case of a-fairness when the
parameter a goes to infinity. The most important TCP vari-
ants are FAST TCP [15], TCP CUBIC [16] and TCP Compound
[17], which are implemented in Linux and Windows,
respectively. The main originality of our approach with re-
spect to previously existing variants is that our index pro-
tocol aims at achieving efficiency and fairness on shorter-
term time scales, by maximizing the mean fairness of the
actual rate instead of the fairness of the mean rates.

We have implemented our solution in NS-3 [18] and
performed extensive simulations in a benchmark topology
to explore and validate the properties of the algorithm, and
to assess the improvement with respect to DropTail router
(that drops packets when the buffer is full) and RED router
(that has implemented the Random Early Detection (RED)
AQM mechanism). In the simulations we focus on the case
a = 1, since it was shown that the current Internet (with
DropTail routers) maximizes the aggregate sum of loga-
rithmic utilities of the time-average transmission rates
[19].

The simulation results show that the algorithm has sev-
eral desirable properties with respect to fairness and
efficiency:

� We achieve inter protocol fairness between different
versions of AIMD TCP.
� We achieve fairness with respect to the round-trip-time

on the scale of congestion periods.
� We improve fairness across users with different round-

trip-time.
� We improve fairness across users compared to DropTail

and RED.
� In a router implementing index policies, a smaller buf-

fer size is needed to get the same throughput.

We believe that our approach opens a new avenue of re-
search to design in a combined manner congestion control
and queue management policies. This paper represents a
first attempt, and briefly discuss in Section 8 how to assess
several aspects that we did not consider in this paper, as,
for instance, the performance of the algorithm in the pres-
ence of short-lived TCP connections, or when implemented
in many routers in the network. We also believe that we
provide fundamental framework and ideas useful or
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directly applicable also in next-generation Internet archi-
tectures such as the Information-centric networking
(ICN) and wireless networks.

The rest of the paper is organized as follows. In Sec-
tion 2 we put our work in the context of the existing lit-
erature. In Section 3 we describe the model and in
Section 4 we state the problem. Section 5 shows the ben-
efits of the relaxation of the described problem. In Sec-
tion 6 we analyze the index policies for single-flow
problems. We also establish several properties of index
policies to be taken into account. With this results in
the hand, we present in Section 7 the conclusion of the
simulation done with NS-3. In Section 8 we discuss possi-
ble modeling extensions and practical implementation as-
pects. Finally, some conclusions are drawn and possible
extensions are discussed in Section 9.

A three-pages extended abstract of this paper appears
in [20].
2. Related work on TCP and buffer management

The seminal work by [21] established the basis of TCP,
and [2] added several key features and brought the TCP
protocol very close to its current form. TCP is a completely
distributed algorithm run by the end hosts, and it aims to
share the resources of the network among all flows in an
efficient and fair way. In other words, assuming that the
network is responsible for the end-to-end transmission of
packets, TCP tries to determine the fair share of the con-
nections. The latter is characterized by the congestion win-
dow, denoted by cwnd, which captures the number of
packets a connection can have simultaneously in the net-
work at any given time. The basic principles according to
which TCP works are extremely simple. The key idea is
the dynamic window sizing scheme proposed by [2]. Con-
sider that any packet has an identifier that allows the re-
ceiver to identify it uniquely. The sender sends packets to
the destination, and the destination sends back to the sen-
der small packets (known as acknowledgements, or simply
ACKs) acknowledging the correct reception of each packet.
This simple mechanism allows the sender to infer whether
its packets are reaching the destination, as well as implic-
itly to infer the congestion level of the network. While
packets reach the destination, the sender is allowed to in-
crease the amount of packets per unit of time it injects into
the network. More precisely, TCP increases by one the va-
lue of cwnd in the absence of network congestion
notification.

On the other hand, when a packet of a sequence of pack-
ets is lost or dropped, the receiver will notice it by receiv-
ing an out-of-order packet, and it will send a special
acknowledgment (known as duplicate ACK) back to the
source. Upon the reception of three duplicate ACKs or an
ECN acknowledgement (in case of marked packet), the
source will infer that the network is congested and it will
take two actions: first, the lost packet (and the subsequent
ones already sent) will be retransmitted and second, the
packet sending rate will be reduced by a multiplicative fac-
tor. In the last two decades there has been a huge effort in
order to improve and develop new congestion control
algorithms, and we briefly mentioned some of them in
the introduction. An extensive overview and comparison
of different TCP version is given in [22].

Buffer management algorithms determine how packets
are dropped/marked, or more generally how congestion
signals are generated. Packets can be dropped either when
the router buffer is full, which is referred to as DropTail, or
when AQM (Active Queue Management) scheme, e.g., RED,
is employed [4]. At the present state of the Internet, nearly
all congestion signals are generated by packet drops. An
alternative to packet drops is ECN (Explicit Congestion
Notifications) [3], which marks packets but does not drop
them. Despite the tremendous research effort it seems that
given the ambiguity in the choice of parameters, in reality
AQM schemes are rarely used in practice. On the other
hand, in the basic Drop Tail routers, the buffer size is the
only one parameter to tune apart from the router capacity.
We refer the interested reader to [23] and references there-
in for more information on the problem of optimal choice
of buffer size. The main drawbacks of the basic DropTail
mechanism is the synchronization of TCP flows and RTT
unfairness. TCP connections with shorter RTT achieve fas-
ter high transmission rates than TCP connections with lar-
ger RTT.

Our approach to AQM, based on sound theoretical back-
ground of Markov Decision Processes, does not require
tuning of any additional parameters and allows to realize
the following interesting features: higher network utiliza-
tion and more fair data transmission of users with different
TCP variants, different RTTs.

3. Problem description

We describe in this section the congestion control prob-
lem of multiple flows at a bottleneck router. Suppose there
are K flows trying to deliver packets to their destinations
via a bottleneck router with the following parameters:

� C the bandwidth, i.e., the deterministic link capacity (in
packets per second).
� B the buffer size (in packets).

Suppose further that flow k 2 K :¼ f1;2; . . . ;Kg has
implemented an additive-increase multiplicative-decrease
(AIMD) mechanism as in the Transmission Control Protocol
(TCP). The congestion window cwnd is adapted according
to received acknowledgements: for each received non-
duplicate acknowledgment (positive acknowledgement),
cwnd is increased by the reciprocal of the current value
of cwnd (which approximately corresponds to an increase
by one packet during a round-trip-time RTT without lost
packets) unless it has reached the maximum advertised
congestion window allowed Nk

cwnd :¼ min cwndþ 1
cwnd

� �
;Nk

� �
; ð1Þ

for each triple duplicate acknowledgment (negative
acknowledgment), cwnd is decreased multiplicatively using
the formula

cwnd :¼max ck � congestion windowb c;1f g; ð2Þ
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where 0 6 ck < 1 is the multiplicative decrease factor. The
function b�c denotes the floor function. We consider that
independently of the number of dropped/marked packets,
the congestion window is only decreased once per RTT.
The flow starts in the (deterministic) initial congestion
window value nk and it always has packets willing to deli-
ver. For model transparency we ignore timeouts (and the
corresponding slow-start phase of TCP), since they are
known to be significantly less frequent than congestion
events and we expect they would not affect our solution
significantly. Nevertheless, it would be possible to deal
with it with our approach.

The objective for the router is to use the resources effi-
ciently and provide satisfactory user experience so that

� the overall number of delivered packets per long time
intervals (time-average throughput) is as large as possi-
ble and
� the flows are treated fairly by having their congestion

windows (number of packets in the network) as equal
as possible and
� the utilization of the bottleneck queue is as high as

possible.

4. Markov decision processes model

In this section we present a general mathematical for-
mulation of the congestion control problem using a Mar-
kov Decision Process (MDP) framework of resource
allocation [24], which extends the restless bandit model
[7]. To the best of our knowledge restless bandit model for-
mulation has not been used previously in congestion con-
trol, an area in which an important body of literature is
devoted to deterministic fluid models [25].

In order to make the model tractable and to be able to
design in a simple, implementable solution, we will con-
sider several simplifications of the features of the problem.
Nevertheless, the performance of the solution is then eval-
uated in Section 7 in the original setting of the problem
without simplifications described above.

Let us consider the time slotted into discrete time
epochs t 2 T :¼ f0;1;2; . . .g, which correspond to time
periods of one round-trip time (RTT), which is assumed
equal for all the flows. However, in Section 7 this constrain
disappears and we obtain nice results too. So, we consider
users with equal RTT in the theoretical part of this paper,
although we can conclude from the simulations this con-
strain can be omitted.

We assume that all packets are of the same size, which
we further define to be one bandwidth capacity unit. The
router takes decisions about admitting or rejecting the
flows at every time epoch t.

4.1. AIMD flows

Every flow can be allocated either the capacity required
by its current congestion window (being admitted) and
transmitted, or zero capacity (being rejected). We denote
by A :¼ f0;1g the action space, where 0 corresponds to
blocking and 1 corresponds to admitting. This action space
is the same for every flow k.
Each flow k is defined independently of other flows as
the tuple

N k; Wa
k

� �
a2A; Ra

k

� �
a2A; Pa

k

� �
a2A

� 	
;

where
� N k :¼ f1;2; . . . ;Nkg is the state space, i.e., a set of possi-

ble congestion windows flow k can set;

� Wa
k :¼ Wa

k;n

� 	
n2N k

, where Wa
k;n is the expected one-per-

iod capacity consumption (in number of packets), or
work required by flow k at state n if action a is decided
at the beginning of a period; in particular, W0

k;n :¼ 0 and

W1
k;n :¼ n;

� Ra
k :¼ Ra

k;n

� 	
n2N k

, where Ra
k;n is the expected one-period

generalized a-fairness or reward earned by flow k at

state n if action a is decided at the beginning of a period;

in particular R0
k;n :¼ 0 and
R1
k;n :¼

ð1þnÞ1�a�1
1�a ; if a – 1;

logð1þ nÞ; if a ¼ 1;

(

� Pa
k :¼ ðpa

k;n;mÞn;m2N k
is the flow-k stationary one-period

state-transition probability matrix if action a is decided
at the beginning of a period, i.e., pa

k;n;m is the probability
of moving to state m from state n under action a; in par-
ticular, p1

k;n;m ¼ 1 iff m = min {n + 1,Nk}(representing
additive increase) and p0

k;n;m ¼ 1 iff m = max {bck � nc,1}
(representing multiplicative decrease); the remaining
probabilities are zero.

The dynamics of flow k is thus captured by the state pro-
cess Xk(�) and the action process ak(�), which correspond to
state XkðtÞ 2 N k and action akðtÞ 2 A, respectively, at all
time epochs t 2 T . The states n 2 N k denote possible levels
of the sending rate. In particular Wsent

n :¼ n can therefore
be interpreted as the bandwidth capacity the flow requires
for complete transmission at the current period.

The schematic behavior of the AIMD flow as a Markov
chain is shown in Fig. 2, where ‘‘ACK’’ represents a conges-
tion-free delivery of the flow packets to the receiver (posi-
tive acknowledgments) and ‘‘NACK’’ represents a
congestion-experienced transmission (negative acknowl-
edgments). Notice that the evolution is completely deter-
ministic; this can be extended to stochastic evolution like
for instance in [26].

4.2. Multi-flow optimization problem

The flows dynamics is as follows (see Fig. 1). At epoch t,
the sender of each flow k 2 K sets its state Xk(t) (that de-
pends on whether the previous-epoch workload was trans-
mitted, given by the positive or negative
acknowledgement of the receiver of flow k sent back to
the sender in the previous period) and sends the workload
of Wsent

k;XkðtÞ packets to the bottleneck router. However, only

0 6WakðtÞ
k;XkðtÞ

6Wsent
k;XkðtÞ packets are allowed to queue in the

buffer (admitted) for being transmitted. The transmitted
packets arrive to the receiver of flow k, who obtains the

fairness (reward) RakðtÞ
k;XkðtÞ

. If the router admitted the flow,



Fig. 1. A scheme of K flows sharing a bottleneck router.
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then the receiver sends positive acknowledgement back to
the sender; otherwise negative acknowledgment is sent.
According to this, the sender sets its next-epoch state
Xk(t + 1) and repeats the process.

The congestion avoidance decision at the router is taken
in the following way. At epoch t the router observes the
states (congestion windows) Xk(t) of all flows k 2 K. Based
on that it decides the flow actions ak(t) (which may be
viewed to be taken in virtual gates, as illustrated in
Fig. 1), instantaneously appends (in FIFO order) WakðtÞ

k;XkðtÞ
packets of each flow k to the buffer, and transmits (in FIFO
order) W packets (or all the packets if there are less than W
packets in the buffer) during the period.

To summarize, the senders make no decisions and there-
fore the flows dynamics can be modeled as a Markov chain.

At this moment we present a generic formulation of the
congestion control optimization problem. Let P be the set
of all history-dependent randomized policies. Denote by
the symbol Ep

n the conditional expectation given that the
initial conditions are n :¼ nkð Þk2K, and the policy applied
is p 2P. The router controller’s problem to solve is under
the discounted criterion (if b < 1)

max
p2P

Ep
n

X1
t¼0

X
k2K

btRakðtÞ
k;XkðtÞ

" #
ð3Þ

s:t: Ep
n

X1
t¼0

X
k2K

btWakðtÞ
k;XkðtÞ

" #
6

W
1� b

ð4Þ
X
k2K

WakðtÞ
k;XkðtÞ

6 B; for all t 2 T : ð5Þ
Fig. 2. A model of an AIMD flow as a Markov chain. The arrows represent one-pe
and a congestion-experienced (NACK) transmission.
The problem can also be formulated under the time-aver-
age criterion. It is known by [6, Lemma 7.1.8] that the opti-
mal policy for the time-average criterion can be obtained
by the limit b ? 1 of the optimal policy for the discounted
problem.

The virtual capacity seen as the target time-average
router throughput W is equal to the bandwidth-delay-
product C � RTT, that is, the maximum number of packets
that can be served in one slot. We note that an analogous
constraint (4) formulation was used in [27]. To avoid the
trivial problem of underloaded router, we assume that
for policy p that always admits we have

Ep
n

X1
t¼0

X
k2K

btWsent
k;XkðtÞ

" #
>

W
1� b

:

5. Decomposition of the multiple-flows problem

The problem (3)–(5) is difficult to solve due to the sam-
ple path constraint (5). One possibility for relaxing the
problem is to assume that the buffer space B is infinite,
so that the constraint (5) is trivially fulfilled. Another pos-
sibility is to relax that constraint as did [7], by requiring it
only in discounted expectation, i.e.,

Ep
n

X1
t¼0

X
k2K

btWakðtÞ
k;XkðtÞ

" #
6

B
1� b

:

However, such a constraint is weaker than (4), because
B P W , since in our model B is the total number of packets
riod transitions among the states 1, 2, . . . , N after a congestion-free (ACK)
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that the buffer can handle in one RTT, whereas W corre-
sponds to the number of packets that can be served in
one RTT.

Either of these two relaxation possibilities results in
omitting the constraint (5). Thus, we end up with a prob-
lem formulation (3) and (4), which is analogous to the
Whittle relaxation of the multi-armed restless bandit prob-
lem [7].

The standard solution of such a formulation is by solv-
ing for each m the Lagrangian relaxation of (3) and (4),
which is

max
p2P

Ep
n

X1
t¼0

X
k2K

bt RakðtÞ
k;XkðtÞ

� mWakðtÞ
k;XkðtÞ

� 	" #
þ m

W
1� b

ð6Þ

where m is the Lagrangian parameter that can be inter-
preted as a per-packet transmission cost. The Lagrangian
theory assures that there exists m⁄, for which the Lagrang-
ian relaxation (6) achieves optimum of (3) and (4). Since
for any fixed m the flows are independent and the second
term of (6) is constant, we can decompose (6) into K indi-
vidual-flow problems.

Proposition 1. Let Pk be the set of all history-dependent
randomized policies for flow k, and individual-flow policies
p�k 2 Pk such that they form the joint policy p⁄ 2P. If for a
given parameter m, each policy p�k for k 2 K optimizes the
individual-flow problem
max
pk2Pk

Epk
nk

X1
t¼0

bt RakðtÞ
k;XkðtÞ

� mWakðtÞ
k;XkðtÞ

� 	" #
; ð7Þ

then p⁄ optimizes the multi-flow problem (6).
In Section 6 we will find an optimal solution to such a

m-parameter problem in terms of flow- and state-depen-
dent Whittle indices mk,n, which in our setting can be inter-
preted as transmission indices. If the optimal transmission
cost m⁄ is known, then these indices define the following
optimal policy for problem (3) and (4): ‘‘At each time slot
admit all the flows of actual-state transmission index
greater than the transmission cost m⁄ and reject the
remaining flows’’.

Since in practice m⁄ is typically unknown, the buffer
space is finite, and it is desirable to have work-conserving
transmission in order to increase bandwidth utilization, we
use the transmission indices to define practically feasible
policy for problem (3)–(5):

Heuristic Policy: In every slot order the flows in decreas-
ing order with respect to their current indices, and admit
the flows until reaching the constraint (5).

Following the results in the literature, we expect that
our heuristic policy will be asymptotically optimal as the
number of flows and buffer capacity grow to infinity [10].

In Section 7 we will develop a heuristic admission con-
trol policy for a TCP/IP network at packet level and study
its performance with NS-3 simulations. In this case the in-
dex of each packet represents the admission priority into
the buffer. If the buffer is full, the packet in the queue with
smallest transmission index will be dropped.
6. Index policies for single-flow subproblems

The single flow admission control subproblem can be
optimally solved by means of index policies under some
index-existence conditions [28]. In a particular case, the
optimal policy is of threshold type (if it is optimal to reject
the flow under certain congestion window, then it is opti-
mal to do the same also under any higher congestion win-
dow). However, depending on the parameters, threshold
policies may not be optimal, as will be illustrated in Sec-
tion 6.2. Therefore, in the rest of the paper we will obtain
index policies only numerically, and the investigation
whether index policies can be characterized by index val-
ues in closed form is left out of this paper. (This is indeed
possible in some cases, see, e.g., [26,29]).

Since no decisions are taken by the sender, congestion
control is implemented in the router. The router decides
whether the incoming flow in state nk should be admitted
(and transmitted) (achieved by action ak(t) = 1 of transmit-
ting W1

nk
:¼Wsent

nk
packets), or rejected (action ak(t) = 0 of

transmitting 0 packets). The difference of receiver rewards
and transmission costs (i.e., R0

nk
� mW0

nk
and R1

nk
� mW1

nk
)

will be henceforth called the net reward under transmis-
sion cost m.

To summarize, the (unconstrained) MDP problem of the
single AIMD flow addressed in this section under both the
discounted and time-average criteria is defined as follows:

� State space: is N k.
� Actions: admitting rejecting are available in each state.
� Dynamics if admitting: If the flow is in state nk and the

flow is admitted at a given period, then during that per-
iod it generates net reward R1

nk
� mW1

nk
and the flow

moves to state nk + 1 (or remains in Nk, if nk = Nk) for
the next period.
� Dynamics if rejecting: If the flow is in state nk and the

flow is rejected at a given period, then during that per-
iod it generates net reward R0

nk
� mW0

nk
and the flow

moves to state nk � 1 (or remains in nk if nk = 1) for
the next period.

To evaluate a policy p under the b-discounted criterion,
we consider the following two measures. Let

Wp
i :¼ Ep

i

P1
t¼0b

tWaðtÞ
XðtÞ

h i
be the expected total b-discounted

bandwidth utilization if starting from state i under policy
p. For convenience, we will also call Wp

i the expected total
b-discounted work, since the bandwidth utilization can be
seen as the work performed by the router in order to trans-
mit the flow. Analogously we denote by

Rp
i :¼ Ep

i

P1
t¼0b

tRaðtÞ
XðtÞ

h i
the expected total b-discounted re-

ward if starting from state i under policy p.
The objective (7) is for each transmission cost m,
max
p2P

Rp
i � mWp

i : ð8Þ
We will address this problem in the following subsections,
noting that an optimal solution for the time-average vari-
ant is obtained in the limit b ? 1.



K. Avrachenkov et al. / Computer Networks 57 (2013) 3463–3478 3469
6.1. Threshold policies and indexability

Since for finite-state MDPs there exists an optimal sta-
tionary policy independent of the initial state [6], we nar-
row our focus only to those policies and represent them
via admission sets S#N . In other words, a policy S pre-
scribes to admit the flow in states in S and to reject the
flow in states in S{ :¼ N =S.

We will therefore write RSi and WS
i for the expected to-

tal b-discounted reward and work, respectively, under pol-
icy S starting from initial state i. Then, formulated for
initial state i, the optimization problem is the following
combinatorial problem

max
S#N

RSi � mWS
i : ð9Þ

In order to solve this problem, we will be interested in two
related structural properties, which are optimality of
threshold policies and indexability, formally defined below.

Definition 1 (Optimality of Threshold Policies). We say that
problem (9) is optimally solvable by threshold policies, if for
every real-valued m there exists threshold state
n 2 N k [ f0g such that threshold policy admitting the flow
in states SðnÞNk

:¼ fm 2 N k : m 6 ng and rejecting otherwise
is optimal for problem (9).

Of our interest will be the index proposed in [7], which
often furnishes a nearly-optimal solution, and typically
recovers the optimal index rule if such exists. We adopt
the definition of indexability from [30].

Definition 2 (Indexability). We say that m-parameter prob-
lem (9) is indexable, if there exist unique values �1 6 mk,n

61 for all n 2 N k such that the following holds for every
state n 2 N k:

1. if mk,n P m, then it is optimal to admit flow k in state n,
2. if mk,n 6 m, then it is optimal to reject flow k in state n.

The function n ´ mk,n is called the (Whittle) index, and
mk,n’s are called the (Whittle) index values.

An immediate consequence of the two definitions is for-
mulated in the following previously known result.

Proposition 2. If problem (9) is indexable and the index is
nonincreasing, i.e., mk;1 P mk;2 P � � �P mk;Nk

, then problem (9)
is optimally solvable by threshold policies. Moreover, for a
given m the optimal threshold policy is Sn�

Nk
with n� 2 N k [ f0g

such that mk;n� P m P mk;n�þ1 (defining mk;0 :¼ �1; mk;Nkþ1 :¼
1).

For transparency, we limit ourselves in this paper to
numerical testing of indexability and computation of the
index values, which then allow to conclude about optimal-
ity of threshold policies. We have employed an algorithm
based on the restless bandit framework [28], which both
numerically checks the conditions of existence and calcu-
lates the index values, if they exist. It is a one-run algo-
rithm (analogous to parametric simplex method) and in
each step it calculates one of the index values. Thus, it per-
forms Nk steps, and the overall computational complexity
of the algorithm is OðN4

kÞ.
We have performed testing of indexability over a large
number of flows with different parameters. The algorithm
always confirmed that the flow was indexable. These tests
give us evidence to conjecture that the flows as defined in
this paper are always indexable. However, the complexity
of the problem impeded us to find a structure that could
be exploited for establishing indexability analytically. We
will illustrate the difficulty in the next subsections.

6.2. One-, two-, and three-state flows

In this subsection we provide analytical results showing
that optimality of threshold policies depends on values of
parameters a, b, Nk, and ck.

It is obvious (see, e.g., [26]) that a one-state flow (i.e.,
Nk = 1) is indexable and solvable by threshold policies.
The index value for the unique state is mk,1 = Rk,1/Wk,1. Sim-
ilarly [26], proved that a two-state flow (i.e., Nk = 2) is
indexable and solvable by threshold policies. The index
values for the two states are

mk;1 ¼
Rk;1

Wk;1
; mk;2 ¼

Rk;2 þ bðRk;2 � Rk;1Þ
Wk;2 þ bðWk;2 �Wk;1Þ

:

Finally [26], proved that a three-state flow (i.e., Nk = 3) is
indexable and solvable by threshold policies, if

P0
k ¼

1 0 0

1 0 0

1 0 0

0
BBB@

1
CCCA;

which holds if and only if ck < 2/3. Under such a condition,
the index values for the three states are

mk;1 ¼
Rk;1

Wk;1
;

mk;2 ¼
Rk;2 þ bðRk;2 � Rk;1Þ

Wk;2 þ bðWk;2 �Wk;1Þ
;

mk;3 ¼
Rk;3 þ bðRk;3 � Rk;1Þ þ b2ðRk;3 � Rk;2Þ

Wk;3 þ bðWk;3 �Wk;1Þ þ b2ðWk;3 �Wk;2Þ
:

In all the above cases, the threshold policies are optimal,
because the index values are nonincreasing (due to con-
cavity of the generalized a-fairness function).

It is tedious but straightforward to show (by a detailed
inspection of the algorithm that computes the indices) that
ck P 2/3 if and only if the index values for the three states
are as follows. If a < 1, then

mk;1 ¼
Rk;1

Wk;1
;

mk;2 ¼
Rk;2 � bRk;1

Wk;2 � bWk;1
;

mk;3 ¼
Rk;3 þ bðRk;3 � Rk;2Þ

Wk;3 þ bðWk;3 �Wk;2Þ
:

In this case, the threshold policies are optimal, because the
index values are nonincreasing. On the other hand, if
a P 1, then for some values of b the index values are as
above, but for other values of b the index values are
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mk;1 ¼
Rk;1

Wk;1
;

mk;2 ¼
Rk;2 þ bðRk;3 � Rk;1Þ þ b2ðRk;3 � Rk;2Þ

Wk;2 þ bðWk;3 �Wk;1Þ þ b2ðWk;3 �Wk;2Þ
;

mk;3 ¼
Rk;3 � b2Rk;1

Wk;3 � b2Wk;1
:

In this case, we have mk,1 > mk,3 > mk,2, therefore threshold
policies are not optimal in general. In particular, threshold
policy Sð2ÞNk

is never optimal.

6.3. General flows

In this subsection we illustrate using numerical results
that the structure of optimal policies and the index values
depend heavily on values of parameters a, b, Nk, and ck.
This feature brings complexity to the mathematical analy-
sis of the problem, but on the other hand, it shows that
indices nicely capture the nature of different TCP variants
under different optimization criteria. Nevertheless, the fig-
ures provide insights for better understanding of what an
optimal admission control policy is.

As for the basic instance, we set a :¼ 1, b :¼ 0.9999,
ck :¼ 1/2 and Nk :¼ 70. In Fig. 3 we present index values
as a function of congestion window for (a) different values
of a, (b) different values of b, and (c)–(d) different values of
ck. We note that we have observed that different values of
Nk may also influence the index values, especially if both b
and ck are large, but the differences are often not notice-
able in the figures, so they are omitted.

First of all, it can be seen in Fig. 3(a) and (b) that as a or
b diminish, threshold policies become optimal, due to hav-
ing the index values nonincreasing, as opposed to the non-
monotone (zig–zag) index when both a or b are large. A
similar behavior can be observed also for other values of
ck, which are not reported in this paper. Fig. 3(a) further
indicates that index values are decreasing in a and their
slopes for a given a are ‘‘more convex’’, so higher a ensures
a stronger discouragement of dropping packets belonging
to flows with smaller actual congestion window. Note that
case a = 0 gives all the index values equal to 1, so no flow is
prioritized over other ones, which is analogous to the
DropTail policy. Fig. 3(b) indicates that index values are
decreasing in b, so longer flows get lower priority for trans-
mission over shorter flows with the same actual conges-
tion window.

From Fig. 3(c) and (d) we can learn interesting insights
as well. The index functions for ck = 0, 0.99 are smooth and
nonincreasing, as well as, rather surprisingly, ck = 1/3. The
remaining cases result in ‘‘tooth-shaped’’ index functions,
with remarkably different tooth widths (akin to periods)
of two (ck = 1/2), three (ck = 2/3), and six (ck = 1/6, 5/6 look
similar, with their period point shifted), which may happen
because ck’s are multiples of six in this figure. In spite of
that, index values of different ck’s coincide or come very
close to each other at congestion windows that are multi-
ples of these periods. At multiples of six (e.g., 6, 12, . . .), the
index values are increasing in ck(at least over the range 1/
3, 1/2, 2/3, 5/6), while at the subsequent points (e.g.,
7, 13, . . .) the index values are decreasing in ck, so the
priority ordering of flows with such congestion windows
is completely reversed.

We underline that Fig. 3(c) and (d) suggests that the in-
dex function for ck = 0 could be a reasonable smooth
approximation for the index functions for the remaining
values, especially for ck = 1/3. This is of special interest
from practical point of view, because the index function
for ck = 0 is known in closed-form due to [26]. On the other
hand, the same figure also suggests that the index function
for ck = 0.99(which is essentially a birth–death dynamics)
is a lower bound for the index functions for the remaining
values of ck, which is also known in closed-form due to
[29]. However, ck = 0 does not necessarily provide an upper
bound. Such an upper bound could be obtained by using
the myopic index by b = 0. Note also that as b gets closer
to 0, numerical differences between index values for differ-
ent ck’s become smaller.
7. Simulations results

In this section we present experimental results from
implementing index policy in simulations. We assume that
TCP sources include in the header of each packet the index
value corresponding to the actual cwnd. Based on the
mathematical results we define the following heuristic in-
dex policy to be implemented in the Internet routers:

Heuristic index policy at packet level: Upon a packet arri-
val, if the buffer is not full, then admit the packet. Other-
wise, drop the packet (either the new one or from the
queue) with smallest index value. In case of ties, drop the
packet that has been the longest in the queue.

We have employed and modified TCP New Reno in the
NS-3 simulator [18] to obtain the results in several scenar-
ios. The main objective of this section is to show imple-
mentability of the proposed index policy, to give
fundamental insights about its effect, and to evaluate pos-
sible gains of these results with the DropTail and RED pol-
icies. As the measure of fairness we employ the Jain’s
fairness index, whose value ranges from 1(perfect fairness)
to 1/K in a K-user system [31].

We focus on case a = 1, since it was shown that the loss
networks (like the current Internet with DropTail) maxi-
mizes the aggregate sum of logarithmic utilities of the
time-average transmission rates [19]. Note that our ap-
proach (with a = 1) maximizes the aggregate sum of the
time-average logarithmic utilities of the immediate trans-
mission rates.

The access links of each user is 5 Mb/s and the delay is
10 ms. The delay of the bottleneck link in this scenario is
10 ms and the bandwidth capacity of the bottleneck link
is 1500 kb/s. The packet size is 576 Bytes. We set
b = 0.9999 which approximates the time-average criterion.
We set the maximum value of the congestion window of
each of the users to Nk = 70, required to compute the index
values.

For each of the five scenarios below, we plot the time
evolution under the DropTail, RED and index policy of
the following elements: the size of the queue in the router
buffer, the congestion window of each of the users, and
(only for index policy) the index value of each of the users.



Fig. 3. Index values as a function of congestion window for different values of parameters.
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In all figures of the simulation section, user 1 is depicted
with a black and thin line, and user 2 with a black and thick
solid line.

The results are summarized in Table. 1.

7.1. Scenario 0 (Baseline): Two symmetric users

As a baseline scenario, we consider two symmetric
(equal) users that are sending data to a server through a
bottleneck router. Each user k = 1,2 is halving her conges-
tion window, i.e., ck = 1/2.

The buffer size is set to the Bandwidth-Delay product of
a single user,

1500 � 103 b=s � 2 � ð10�2 sþ 10�2 sÞ
576B � 8b=B

� 13:

We present the evolution of the congestion window and
the size of the queue of the router in time for the DropTail
case in Fig. 4a. As expected due to the well-known phe-
nomenon, the two users are completely synchronized.

We depict the evolution of the congestion window and
the size of the queue of RED policy in Fig. 4b. We observe
that the users get unsynchronized and in this instance a
periodic behavior of the congestion window is not
achieved because the packets are dropped randomly.

We show the evolution of the indices, the congestion
window and the size of the queue of the router in time
for the index policy in Fig. 4c. Interestingly, we can observe
that users become ideally unsynchronized and as a
consequence the utilization of the buffer increases. As it
can be seen from Table 1, the throughput increases by
1.1% and 0.6% with respect to Droptail and RED policies.
However, the user fairness remains essentially the same
as in DropTail policy, but it improves user fairness compar-
ing with RED.
7.2. Scenario 1: Reducing buffer size

In this scenario we analyze the influence of setting a
smaller buffer size in the bottleneck queue for index poli-
cies, DropTail and RED. To investigate this effect, we set
the buffer size of the router to 6.

As we can see in Fig.5a, with DropTail users are syn-
chronized and the buffer is empty more time than in the
previous scenario.

In Fig. 5b, we observe again that the congestion window
with RED does not change periodicly.

In the case of the index policy (see Fig. 5c) the users are
desynchronized, and as a result the number of delivered
packets is larger than DropTail policy and also higher than
RED. We note that the fairness among users does not
change much in this case. We can also observe that the uti-
lization increases by 7.3% and 6.7% with respect to DropTail
and RED, but the RTT increases only 2.3% and 2%,
respectively.

The main conclusion of this scenario is that a buffer size
smaller than the bandwidth-delay product, the throughput
of index policies is larger than DropTail and RED.



Table 1
Utilization of the bottleneck queue, the Jain’s fairness index between users (over the 20 s interval), the Mean Queue Size (in number of packets) of the
bottleneck buffer and the RTT of a connection of one user (in ms) in the simulations for different scenarios. In parentheses, the improvement of index policy
with respect to DropTail and RED.

Scenario Policy Utilization User fairness Mean queue size RTT

0 DropTail 97.14% 0.999999 6.98 61.4
0 RED 97.63% 0.982572 6.11 58.77
0 Index 98.22% (+1.1%,+0.6%) 0.999798 (�0.1%,+1.8%) 8.07 64.7 (+5.2%,+10.2%)

1 DropTail 81.16% 1.000000 2.41 47.4
1 RED 81.71% 0.998233 2.54 47.8
1 Index 88.45% (+7.3%,+6.7%) 0.999837 (�0.1%,+0.1%) 2.89 48.8 (+2.3%,+2%)

2 DropTail 90.84% 0.786535 7.1 61.8
2 RED 92.74% 0.911862 6.04 58.5
2 Index 95.37% (+4.5%,+2.6%) 0.962784 (+22.3%,+5.5%) 7.34 62.5 (+1.1%,6.8%)

3 DropTail 86.36% 0.739875 6.63 60.3
3 RED 94.08% 0.821966 6.31 59.4
3 Index 96.86% (+10.5%,+2.8%) 0.917895 (+24.5%,+11.6%) 6.84 62.5 (+3.6%,+5.2%)

4 DropTail 93.84% 0.765318 6.11 See Section 7.4
4 RED 91.6% 0.89428 5.81
4 Index 94.97% (+1.1%,+3.3%) 0.929756 (+21.4%,+3.9%) 6.37
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7.3. Changing multiplicative decrease factor

We illustrate the inter-protocol properties of the index
policy. In Scenario 2 we change the multiplicative decrease
factor of user 1 to c1 = 0, and in Scenario 3 to c1 = 0.9.
7.3.1. Scenario 2:
In this setting user 1 is conservative comparing to user

2, and reinitializes the congestion window to 1 every time
a packet is lost, i.e., c1 = 0.

We observe in Fig. 6a that with DropTail the congestion
window of user 2 is consistently bigger. This implies that
the number of delivered packets by user 2 is much larger,
as can be seen in Table 1.

In Fig. 6b we see that once again RED causes an unsyn-
chronized behavior of the users. Besides, RED policy im-
proves fairness among users with respect to DropTail, as
we show in Table 1.

With the index policy the congestion window of user 1
is reduced less often than user 2 (see Fig. 6c). In this case,
users are completely desynchronized with the property of
higher Jain’s fairness value, which improves with respect
to DropTail and RED by 22.3% and 5.5%, respectively. At
the same time, the utilization of index policy is larger, so
that the total number of delivered packets is increased by
4.5% and 2.6% comparing with DropTail and RED, while
the RTT of one user increases by 1.1% and 6.8%,
respectively.

From this scenario, we conclude that index policy im-
proves user fairness and throughput for users with differ-
ent TCP models.
7.3.2. Scenario 3:
User 1 is now much more aggressive than user 2, since

it barely reduces its congestion window in response to a
congestion event, i.e., c1 = 0.9.

With DropTail we observe that user 1 has a significantly
bigger cwnd in every moment (see Fig. 7a). This illustrates
that DropTail is not fair in this setting.
In Fig. 7b we see that RED policy is not fair either, be-
cause the congestion window of the user 1 is always higher
than the congestion window of user 2.

On the other hand, we see in Fig. 7c that with the index
policy the difference in the congestion window between
both users is not big, which results in a significantly better
Jain’s fairness index value, which is increased by 24.5% and
11.6% comparing with DropTail and RED, respectively. At
the same time, the utilization is increased by 10.5% and
2.8% with respect to DropTail and RED and the RTT of
one user increases by 3.6% and 5.2%.

The main contribution of this scenario consists on
showing that for index policy the user fairness is larger
than DropTail and RED when a user is more aggressive
than the other.
7.4. Scenario 4: Changing propagation delay

In this scenario we modify the propagation delay of the
access link of user 1 and we set it to 50 ms.

In this setting, the congestion window of both users un-
der DropTail, RED and the index policy becomes very sim-
ilar. The main difference is that with the index policy, the
users gets again ‘‘ideally’’ unsynchronized, while the
behavior of the congestion window in DropTail and RED
is more random. As we can see in the Jain’s index in Table 1,
the user fairness for index policy is 24.5% and 11.6%, larger
than DropTail and RED policies, respectively.

We explain the differences of the RTT of each user in
DropTail, RED and index policy. The values of the RTT of
the user 1 for DropTail, RED and index policy are
138.8 ms, 137.8 ms and 141 ms, respectively. For this user,
the increasing of the RTT in index policy with respect to
DropTail and RED is 1.5% and 2.3%. On the oher hand, the
values of the round-trip-time of the user 2 for Droptail,
RED and index policy are 58.8 ms, 57.8 ms and 61 ms
respectively, so the increase of the RTT of this user with
index policy with respect to DropTail and RED is 3.7%
and 5.5%.



Fig. 4. Scenario 0 (Baseline): Simulation of a bottleneck with two equal users with standard TCP (c1,c2 = 0.5).
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According to the results obtained in this scenario, we
conclude that index policy has the property of RTT fairness
and higher throughput than DropTail and RED policies (see
Fig.8).
8. Discussion

8.1. Cooperative sources

The ideal implementation of the proposed index policy
is that the end-users (sources) are cooperative, as the TCP
sources are today, and they write the index in the packet
header of every packet sent. In this way, there is no compu-
tational overhead, because the index values can be com-
puted offline for the TCP variant the source has
implemented, and the indices can be stored in a lookup
table, where an index is assigned to every possible value
of congestion window. This table needs to be accessed only
when (the integer part of) the congestion window changes,
which happens approximately once per RTT, which is en-
ough to access the data. While (the integer part of) the con-
gestion window does not change, all outgoing packets have
the same index, so the lookup table does not need to be
accessed.

From the point of view of the router, an efficient imple-
mentation seems to be to maintain a dynamic table of indi-
ces of all the buffered packets, with the pointer to the
packet of lowest index (in FIFO order). That is, upon arrival
of every packet, its index is memorized, and upon depar-
ture of every packet, it is removed from the list. This dy-
namic table of indices can thus be maintained separately
from the regular buffer operation. When there is a require-
ment to drop/mark a packet, the pointer indicates which
packet it should be applied to. The index corresponding
to the pointed packet can be interpreted as the congestion



Fig. 5. Scenario 1: Simulation of a bottleneck link with two equal users with standard TCP and a buffer size smaller than the bandwith-delay product.

3474 K. Avrachenkov et al. / Computer Networks 57 (2013) 3463–3478
price (the higher the congestion price, the more congested
the router is), which changes dynamically as the buffer uti-
lization evolves. Note further that such an implementation
implies that the router does not need to identify flows.

In the following paragraphs we discuss several impor-
tant features not explicitly covered by our model.

Short flows: Our model assumes that the source has al-
ways data to transmit, so that the connection is perma-
nent. This is a common assumption in the TCP literature,
however, in today practice the flows are often short, inter-
twined by long periods without transmission. It is straight-
forward to extend our model to such flows: if the exact
flow size is known by the source, then the MDP model will
have a two-dimensional state (including the remaining
number of packets alongside the congestion window); if
(more likely) the exact flow size is unknown, e.g., because
of the user impatience or incomplete information, it could
be modeled for instance by incorporating discounting. In
either case, the indices are computed offline and the imple-
mentation would not be altered.
Timeouts and slow-start: Our model can be extended in
order to include the slow-start mode of the TCP algorithm.
A second Markov chain representing the slow-start mode
must be considered so that we can interchange from one
chain to the other, when the dynamics of the flow change
from slow-start mode to congestion avoidance mode and
viceversa. Although we are able to generalize the model
to include slow-start, we leave it out of the paper, as we
believe it would not affect the index values significantly.

Many-flows scalability: The index policy requires packet
header inspection, where the index value is read apart
from the data (such as destination) currently read. Imple-
mented naively by reading before buffering, this may cause
delays and decrease the input capacity of the router. How-
ever, it may be perfectly acceptable to read the index once
the packet has been buffered, thus avoiding any delays in
processing.

Another possibility is to read indices of only some of the
packets (the power of few), which is likely to identify a
packet with sufficiently low index (though maybe not the



Fig. 6. Scenario 2: Simulation of a bottleneck link with two users, where User1 has restarting TCP (c1 = 0) and User2 has standard TCP (c2 = 0.5).
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lowest and maybe not following the FIFO tie-breaking,
which may not be essential).

Multiple links: In this paper we consider a single-bottle-
neck network, i.e., other routers on the path are implicitly
assumed congestion-free. We believe that this assumption
is reasonable because the congestion of a flow when it tra-
verses multiple links typically occurs only in one router, of-
ten at the edge or at the server (see [8] for details).
Moreover, from the point of view of the source that com-
putes the index, it is indistinguishable where exactly the
congestion occurs or whether there are multiple bottle-
necks on the route.

From the point of view of multiple-bottleneck routers,
the situation is slightly different. If a given router believes
that further downstream there is a more congested router,
it may be worth to drop/mark a packet earlier than usual
(e.g., set the buffer size smaller or increase the dropping/
marking probability in AQM). Another possibility is to car-
ry this information further downstream by rewriting the
index of the packet: decreasing the index by the current
congestion price at every router on the path. Thus, the
packet is likely to traverse the whole congested route with-
out congestion notification only if its index is high (i.e., it is
efficient to transmit it) relatively to the sum of the conges-
tion prices in all the routers on the path, and relatively to
other packets. Thus, the dropped/marked packet would
be of the flow that most significantly decreases the conges-
tion in the network by reacting to a congestion notification.

Interaction with IPSEC: The index policy requires includ-
ing the index value in the IP header of the packets. In the
case that IPSEC encapsulation is utilized, a portion of the
IP packet is, at least, encrypted. In case that only the pay-
load of the IP packet is encrypted, then the routing will
not be altered, and our method can be applied directly.
However, if all the IP packet is encrypted, then the packet
is encapsulated in a new IP header that will be read by the



Fig. 7. Scenario 3: Simulation of a bottleneck link with two users, where User1 has a TCP with c1 = 0.9 and User2 has standard TCP (c2 = 0.5).
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routers. In this scenario, the index could be written in the
new IP header, so that our packet method in the routers is
also applicable.

Gradual implementation: There is no need to implement
the index mechanism in all the routers at the same time,
and it is in general more beneficial for the bottleneck rou-
ters (e.g., edge routers and servers), since non-congested
routers will have their congestion price close to zero. Also
it is not necessary that all the end-users start to write indi-
ces in the packet headers at the same time – those without
index could be treated in the routers as today or defining a
fixed index, which would incentivize the end-users to
adopt the index mechanism.
8.2. Router-only implementation

The packets may not come with their index in the head-
er, either because the TCP sources are not cooperative, or
because modification of TCP headers is not implementable,
or because adding the index cell to the packet header of the
current TCP variants is not acceptable. Then, our mecha-
nism could be implemented at the routers only. The router
must be able to recognize which packet belongs to which
flow, the current window and the TCP variant (future
behavior) of each flow, and compute (an estimation of)
the index for each flow.

In this case, a possibility would be that routers focus
only on long TCP flows. Traffic measurements on the Inter-
net have consistently showed that even though most TCP
flows are small in size, the majority of data is carried by
long TCP flows. One could then implement a priority
scheme, see for example [32], such that short TCP flows re-
ceive high priority. As a consequence, losses will only be
suffered by long TCP flows. At any given time, the number
of concurrent long TCP flows is rather small (see [8] for
details), which makes feasible the implementation of an
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Fig. 8. Scenario 4: Simulation of a bottleneck link with two users, where the propagation delay of User1 is 50 ms.
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index-based algorithm to classify the packets. We refer to
[32] for a reference justifying how flow-based routers can
be implemented on the Internet.
9. Conclusion

In this paper we have introduced a rigorous framework
of Markov Decision Processes for the problem of optimal
queue management in a bottleneck router in order to
achieve fast and fair transmission. We have focused on
showing tractability of the model and designed a heuristic
by means of transmission indices that can be implemented
for packet-level admission to the buffer.

The main goal has been to study in a benchmark topol-
ogy the fundamental features and performance of the pro-
posed heuristic for flows that behave according to TCP/IP
protocol. A noticeable feature is that the proposed heuristic
manages to desynchronize (and even counter-synchronize)
the flows, so that network resources can be used more effi-
ciently. We have shown in NS-3 simulations that the pro-
posed heuristic significantly improves over the DropTail
and RED policies in several aspects, including fairness
across users with different TCP variants and fairness with
respect to different Round Trip Times. In scenarios where
DropTail and RED performed well in these types of fairness,
the proposed heuristic maintained the same levels of fair-
ness, and improved the throughput at the same time. We
also believe that we provide fundamental framework and
ideas useful or directly applicable also in next-generation
Internet architectures such as the Information-centric net-
working (ICN) and wireless networks.

We have made several simplistic assumptions in the
modeling of TCP. However, we believe that our approach
opens an interesting research avenue to design admission
control policies in Internet routers. In order to fully vali-
date our approach, future work must address some of the
limitations of our model, namely, the efficient computation
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of index values, impact of misbehaving TCP sources, simu-
lations in more realistic scenarios.
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